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Effects of Correlated Noise on the Full-Spectrum
Combining and Complex-Symbol Combining
Arraying Techniques

P. Vazirani
Communications Systems Research Section

The process of combining telemetry signals received at multiple antennas, com-
monly referred to as arraying, can be used to improve communication link perfor-
mance in the Deep Space Network (DSN). By coherently adding telemetry from
multiple receiving sites, arraying produces an enhancement in signal-to-noise ratio
(SNR) over that achievable with any single antenna in the array. A number of differ-
ent techniques for arraying have been proposed and their performances analyzed in
past literature [1,2]. These analyses have compared different arraying schemes un-
der the assumption that the signals contain additive white Gaussian noise (AWGN)
and that the noise observed at distinct antennas is independent.

In situations where an unwanted background body is visible to multiple antennas
in the array, however, the assumption of independent noises is no longer applicable.
A planet with significant radiation emissions in the frequency band of interest can
be one such source of correlated noise. For example, during much of Galileo’s
tour of Jupiter, the planet will contribute significantly to the total system noise at
various ground stations. This article analyzes the effects of correlated noise on two
arraying schemes currently being considered for DSN applications: full-spectrum
combining (FSC) and complex-symbol combining (CSC). A framework is presented
for characterizing the correlated noise based on physical parameters, and the impact
of the noise correlation on the array performance is assessed for each scheme.

[. Introduction

Arraying spacecraft telemetry has a number of desirable applications in the Deep Space Network. By
combining signals from multiple antennas, arraying has the benefit of increasing the signal-to-noise ratio
(SNR) of the combined signal over that achievable with any individual antenna in the array. Arraying
may be used to coherently track signals that are too weak to be tracked by a single antenna or to allow an
increase in the supportable data rate for stronger signals. Several different schemes for performing arraying
have been proposed and analyzed in past literature [1,2]. These schemes differ in the synchronization
processes that are used to combine and demodulate the signals. Thus, a benchmark used to compare
different arraying schemes is symbol SNR degradation, which is a measure of the SNR reduction due to
imperfect synchronization for a particular scheme.
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Previous analyses that have compared arraying techniques in terms of symbol SNR degradation have
used an additive white Gaussian noise (AWGN) model to describe the deep-space channel and have
assumed the noise waveforms received at distinct antennas are independent. However, if a strong radio
source is within the antenna pattern of multiple antennas in the array, the noise observations at different
antennas become correlated. For a substantial fraction of Galileo’s encounter with Jupiter, for example,
the planet will have an angular separation from the spacecraft that is less than the beamwidth of a
70-m antenna at S-band (2.3 GHz).! Further analysis is thus needed to characterize the performance of
arraying schemes in cases where correlated noise is present.

Prior work has been conducted on this subject but has not exhausted research possibilities. A study
by Dewey [3] examines correlated noise effects due to planetary sources, focusing mainly on physical
considerations. A correlated noise model is presented, taking into account properties of the source and
the array geometry. The impact of the background source on arrayed symbol SNR relative to a case
of uncorrelated noise is then analyzed. The results obtained are applied to observation of the Galileo
spacecraft from a four-element array in the DSN’s Australia complex. However, Dewey’s study does not
take into account the effects of imperfect synchronization in telemetry arraying, which are dependent on
the specific arraying technique used. Thus, the analysis does not identify the relative advantages and
disadvantages of different arraying schemes under conditions of correlated noise.

The purpose of this article is to analyze the effects of correlated noise on the full-spectrum combining
(FSC) and complex-symbol combining (CSC) arraying schemes. In Section II, background material needed
to understand the physics underlying background noise in receiving systems is presented. Parameters used
to characterize the noise correlation properties will be introduced and explained. Sections III and IV then
apply this model to the FSC and CSC techniques and compute the symbol SNR degradation for each
scheme. Section V applies the results of the previous sections to the Galileo mission. Predicts for the
signal and noise parameters are used to evaluate the performance of both arraying schemes in this scenario.
Finally, Section VI summarizes the main results of the work.

[I. Background Noise Properties

Here we present basic terminology used to describe broadband sources that will be used for the
remainder of the analysis. The discussion that follows is included only to summarize major results from
previous work; readers interested in a more thorough treatment of the subject material may refer to a
text on radio astronomy, such as [4], or the work performed by Dewey alluded to earlier [3].

Consider first the effect of a background source on a single receiving system. The noise observed at
an antenna consists of both thermal noise due to front-end receiver electronics and radiation due to any
radio sources in the antenna’s field of view. Such sources typically have an emission spectrum that varies
very slowly with frequency and can, therefore, be considered white over the bandwidth of interest.? The
increase in total system temperature due to the background source is found by integrating the source’s
brightness distribution over the antenna’s reception pattern, i.e.,

T, = ‘;—;//B(g)PN(g) ds (1)

where A, is the effective receiving area of the antenna in m?; k is Boltzmann’s constant, 1.379 x 10723
W /K/Hz; B(3) is the brightness of the source in W/m?/Hz/sr (sr stands for steradian, a measure of solid
angle); Py (8§) is the normalized antenna reception pattern; and § is a unit vector specifying direction.

L G. Resch, “Jupiter’s Contribution to the Total System Temperature at S-Band During the Galileo Mission,” JPL Interoffice
Memorandum 335.3-92.02 (internal document), Jet Propulsion Laboratory, Pasadena, California, June 23, 1993.

2 Tbid.
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The one-sided power spectral density of the noise due to the source is then given by Ny = kT,. Note that
in the upper limit, when the source is concentrated in the peak of the antenna’s reception pattern, the

temperature increase is given by
A,
T, =2 //B(§) ds @)

A,
=55 3)

where S is the total flux density of the source in W/m?/Hz. As the angular separation between the source
and the spacecraft increases, the background source moves out of the peak of the antenna pattern, and
its temperature contribution diminishes. In addition, the flux density for a particular source is dependent
on its distance to Earth; the greater the range, the smaller the observed flux is. Thus, the temperature
contribution for a body depends on both its strength and its position.

Now consider a pair of antennas physically separated by a baseline vector B:k observing a common
source. The cross-correlation function for the baseband (BB) noise processes n;(t) and ny(t) can be
written as

Ra 2, (7) 2 Bl (1 - 7)] = o 222TED (1)

where B is the one-sided bandwidth of the noise waveforms, and « is their cross-power spectral density.
If the bandwidth B is wider than the telemetry bandwidth, then the cross-spectrum is white over the
bandwidth of interest, and the “sinc” function sin(27rB7)/(n7) can be approximated by an impulse
function, i.e.,

Ry, (1) = @ 6(7) (5)

It can be shown [3,4] that the cross-power spectral density level is given by

AEAE

v Ae, A, .
#WW% (6)

where f, is the observation frequency, and c is the speed of light, 3 x 108 m/s. In radio interferometry
applications, the quantity |V]e’?* is known as the complex visibility of the source. A few important
observations regarding Eq. (6) are made here. First, note that the exponential term 727/ oBik-8/c produces
a sinusoidal variation over the spatial extent of the source. This variation is known as the fringe pattern
formed by a particular pair of antennas. The period of these fringe oscillations is given in radians/cycle
by ¢/ foBik,, where By, is the projected baseline length in the direction of the source. If a source has
an angular size much greater than the fringe period, the cross-correlation magnitude then tends to zero
due to the averaging effect of the sinusoid. Thus, in the long baseline limit (i.e., B, > ¢/(f,Rs), with
R being the angular radius of the source), |a| — 0, and the noise observations due to the source become
uncorrelated. By contrast, for By, < ¢/(f,Rs), the magnitude of the cross-power spectral density
achieves its upper limit, namely
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Thus, the degree of noise correlation observed by an array of antennas depends heavily on the geometry of
the array. This point is stressed in [3], where it is stated that the more compact the array configuration,
the greater the impact of a background body on the array.

Finally, we introduce the correlation coefficient, describing the degree of correlation that exists between
the noise at two antennas, defined as

A [0
o2 )

/No,No,

Note that in the upper limit (i.e., source size small compared to fringe period), the correlation coefficient

becomes
[T, Ts,
Pik — T.T, (9)

where T,,Ts, are the source temperatures at antennas 4, k, and 73, T} are the total system temperatures
at the two antennas. Thus, the greater the contribution of the source to the total system temperature,
the higher the correlation coefficient, as is intuitively expected.

Combining Egs. (5), (6), and (8), the cross-correlation function for the noise observed at two antennas
can be expressed as

R, 7 (T) = pie/No, No,, €297 6(7) (10)

where ¢ is used to express the correlation phase, denoted by ¢, in Eq. (6).

lll. Full-Spectrum Combining Performance

Given a mathematical description of noise correlation properties, we now apply the model to analyzing
correlated noise effects on arraying. Full-spectrum combining is described in detail in [2] and summarized
here briefly. Assume the array consists of L antennas, where antenna 1 is taken to be the “master”
antenna (i.e., the antenna with the highest G/T.) As shown in Fig. 1, each signal is first downconverted
to baseband® by local oscillators in phase quadrature. Each signal pair, which can be thought of as a
single complex signal, is then shifted in time by some amount 7; to compensate for differing arrival times
of the spacecraft signal at the various antennas. The complex baseband signals are then aligned in phase,
multiplied by prespecified weighting factors, and added. Finally, the combined signal is processed by a
single carrier, subcarrier, and symbol loop.

Two quantities used to describe arraying performance are the ideal arraying gain, denoted by G 4,
and the symbol SNR degradation, denoted by D. The arraying gain is defined as the ratio of the ideal
symbol SNR of the arrayed signal to the ideal symbol SNR of antenna 1 [1]. Here, “ideal” means the

3 Analysis presented in [2] actually assumes all processing is done at an intermediate frequency, rather than at baseband.
A baseband system was assumed here to simplify the analysis. This represents no loss of generality, since final results are
not dependent on what frequency processing is done at.
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Fig. 1. Full-spectrum combining.

symbol SNR that would be achieved in the absence of synchronization errors (i.e., perfect signal combining
and perfect carrier, subcarrier, and symbol references.) Note that the arraying gain G4 is independent
of which arraying technique is used, since synchronization losses are ignored. Thus, G4 describes the
maximum SNR enhancement that can be achieved by arraying, but is not useful for evaluating the relative
performance of one arraying scheme over another. The ideal arraying gain is computed in [1] for a set of
antennas observing independent noise waveforms. Our first step in evaluating the impact of a background
body on arraying will be to compute G 4 for the case of correlated noise. This analysis is analogous to
that found in [3], although the notation adopted here is different.

Degradation is defined as the ratio of the actual SNR of the arrayed telemetry to that achieved with
perfect synchronization (i.e., the ideal SNR). Clearly, degradation is dependent on which arraying scheme
is used, since synchronization losses depend on the specific processing used to combine and demodulate
the signals. Degradation for full-spectrum combining and complex-symbol combining was computed in
[2], also under the assumption of independent noises. Thus, the second step in analyzing correlated noise
effects will be to derive degradation expressions for the two schemes.

A. Ideal Arraying Gain

The signal format for deep-space telemetry is binary phase shift keyed (BPSK) employing a squarewave
subcarrier. After time alignment, the IF signal from the ith antenna can be expressed as [1]

yi(t) = si(t) +ny(t)
= \/2Pr, cos (wrpt + 6; + Ad(t) sqr(wset + 0s¢)) + n4i(t)

= \/2P¢, cos (wrpt + 6;) — \/2Pp,d(t) sqr(wsct + Os¢) sin(wrpt + 6;) + n;(¢) (11)

where Pr, is the total signal power in watts; wyp is the intermediate frequency in radians/s; 6; is the
carrier phase in radians; A is the modulation index in radians; d(t) is the binary data, taking on values
of +1; sqr(x) is the squarewave function, given by sqr(z) = sgn(sinx); ws. is the subcarrier frequency
in radians/s; 0. is the subcarrier phase in radians; Pg, is the carrier power in watts, given by Po, =
Pr, cos® A; Pp, is the data power in watts, given by Pp, = Pr, sin? A; and n;(t) is an additive white
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Gaussian noise process with one-sided power spectral density N,, W/Hz. The corresponding complex
baseband signal is given by

gilt) = si(t) + nq(t) (12)
= /Pc,e?@et0) 1 i /Ppd(t) sqr(wset + Ose)e? @0 17, (1) (13)

where wy, is the baseband frequency (which, by definition, is close to zero), and 7;(t) is the complex
baseband noise, the real and imaginary parts of which each has one-sided power spectral density N, .
The spectrum of the baseband telemetry is shown in Fig. 2.

f, = BASEBAND CARRIER FREQUENCY
fsc = SUBCARRIER FREQUENCY

fb -3 fSC fb - fSC 0 fb fb + fSC fb +3 fSC

Fig. 2. Spectrum of the baseband telemetry signal.

Note that the bandwidth needed to transmit the signals ¢;(t) to a common location for combining is
determined by the subcarrier frequency, fs. = wse/2m, and is much greater than the actual data rate.
As an alternative to the method described in [2], a version of FSC that only transmits portions of the
spectrum containing signal energy can be used to reduce this bandwidth requirement. Each signal can
be passed through a bank of matched filters separately, passing the subcarrier harmonics with the data
modulation; the total transmission bandwidth is then proportional to the data rate. This alternative
is mentioned briefly in [1]. However, the drawback of such a system is that the processing required
is dependent on the subcarrier frequency and data rate and must be modified for each mission. For
simplicity, we will focus on the more basic implementation of FSC described in [2], keeping in mind that
a more bandwidth-economizing option also exists.

Let the phase difference between the 1st and ith signal be denoted by ¢1; = 61 — 0;. In the algorithm
described in [1], signals 2 through L are phase rotated by an estimate of this quantity, b4, to align them
with signal 1. The aligned signals are then multiplied by prespecified weighting factors, ;, and summed.
The combined signal is thus given by

gcomb(t) = §comb(t) + ﬁcomb(t) (14)
L .7 L -7
= B! () + Y Bie! () (15)
i=1 i=1
L ~
— Zﬁiequ ( /Pciej(wbt-&-ei) + j+/Pp,d(t) sqr(wset + gsc)ej(wbt-&-t‘h))
i=1
L ~
+ ) Bie! () (16)
1=1
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where the weights 3; are chosen to satisfy the condition

Pr. N,
= 17
ﬁ PTl Noi ( )

for i = 1,---,L. Tt is shown in [1] that these weights maximize the combined SNR when the noises
n;(t) are independent. Note that this is not necessarily the optimal choice of weights for the correlated
noise case, as pointed out in [3]. Furthermore, the optimal choice of phases used to array the signals is
not necessarily the relative signal phases, ¢1;. Using the phases ¢1; will certainly maximize the arrayed
signal power, but not necessarily the ratio of signal to noise power, which is the relevant criteria for
optimization. The problem of optimal combining weights and phases for signals with correlated noise
has been analyzed in [5], where the results are applied to an array of antenna feed elements. However,
computation of these weights requires knowledge of the pairwise correlations between the noises, a;; el %,
for all 4, j pairs. A scheme can be devised to estimate the required parameters in real time and modify the
weights accordingly, but would significantly complicate the problem. Our goal, instead, is to determine
the performance impact of the correlated noise assuming the traditional combining scheme is used.

The total combined signal power, Pr, is given by
Pr = E [3eomp(t)] B [32omp(t)] (18)

If the relative signal phases are estimated perfectly (i.e., (Z)u = ¢y; for i =2,---, L), the combined signal
power becomes

L L L
Pr = Pr, Z’y? + ZZ%%‘ (19)
i=1

=1 j=1
i#]

where 5; = [(Pr,)/(Pr,)][(No,)/(No,)]-
The one-sided power spectral density of the real and imaginary parts of the combined noise is given

by

Néi

o — 2BE [ﬁcomb(t) ﬁzomb(t)] (20)

where B is the one-sided bandwidth of the noise waveforms. Note that the factor of two in the denominator
of Eq. (20) results from the fact that the real and imaginary parts of the noise each has half the power
of the complex noise. From the definitions of power spectral density and cross-power spectral density, it
follows that

E [y ()7l (t)] = 2N,,B (21)
E [R5 (t)] = 2ai;¢7%5 B (22)

Equations (20), (21), and (22) can be combined to find the power spectral density of the combined noise,
yielding
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L L

L
No=Noy | X%+ D ampie! @) (23)
i=1 i=1 j=1
%]

The Pr/N, of the combined signal is thus given by

I 2
Pr _ Pp (Zi:l %)
- L L L TV
No N01 Zi:l Yi + Zi:l ZJL;JI \/’Yi’}/j ng eﬂ/’u

(24)

where 1;; = ®7; — ¢ij- The parameters p;; and v;; describe the relevant statistics for the noise correlations
between the various antenna pairs and determine the correlated noise impact on the ideal arraying gain.

The combined signal is finally processed by a single carrier, subcarrier, and symbol loop. Assuming
perfect references at each of these three stages, the symbol SNR of the arrayed signal becomes

L
2Pp, (Zi:l ’Yi)2

SNRigeat = ;
T No Reym YF i+ YR Z?;l_ (ivi) 12 pij eIVis
i#j

2P
__n 4 25
No,Roym =~ (25)

where G 4 is the ideal arraying gain due to combining the signals. Note that setting all the noise correlation
coefficients p;; to zero results in G4 = Zf:l ~;, which is the ideal arraying gain in the case of uncorrelated
noises, as discussed in [1].

Further note that the ideal arraying gain in the presence of correlated noise can be higher or lower than
the uncorrelated noise case, depending on the phases 1);;. This point can be understood by considering
an array of two equal antennas (i.e., 1 = 72 = 1.) Figure 3 shows values for G 4 for two equal antennas
as a function of p and ¥. For p = 0, the ideal arraying gain is a constant 3 dB, as expected. Now suppose
the noises have some nonzero correlation coefficient, p, and some correlation phase, ¢™. If ¢ = 0 deg,
then the phase difference of the spacecraft signal as observed by antennas 1 and 2, ¢, is equal to the noise
correlation phase ¢”. Thus, phase aligning the two signals also phase aligns the correlated component
of the noise. The noise from the background source adds maximally in phase, and the combined noise
power increases. Thus, the combined SNR decreases, and hence the arraying gain falls below 3 dB. By
contrast, if ¢ = 180 deg, phase aligning the signal results in combining the correlated component of the
noise 180 deg out of phase. Thus, the noise combines destructively in this case, and the arraying gain
is now greater than 3 dB. For intermediate values of v, the arraying gain varies continuously from its
minimum value at ¥ = 0 deg to its maximum at ¥ = 180 deg.

B. Symbol SNR Degradation

In practice, perfect phase alignment and ideal carrier, subcarrier, and symbol references are not avail-
able. Some degradation in the arrayed symbol SNR is, therefore, incurred due to synchronization errors.
To quantify the degradation, we first find the set of density functions for the phase alignment errors
Apy; = (ﬁli — ¢14, @ =2,---, L. This set of functions is then used to compute the Pr/N, of the arrayed
signal. Adding in losses due to carrier, subcarrier, and symbol tracking, the symbol SNR at the matched-
filter output can be computed. Finally, comparing the actual symbol SNR to the ideal symbol SNR given
by Eq. (25) yields the degradation for full-spectrum combining.
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Fig. 3. Ideal arraying gain G4 for various p,y.
1. Antenna Phasing. A set of phase estimates (ﬁli for ¢ = 2,---, L are needed to align signals

2,--+, L with signal 1. In the description of FSC given in [2], the phase difference between §;(t) and
51(t) is estimated by filtering the two signals to some lowpass bandwidth By, Hz, multiplying them, and
averaging their product over T, s. The phase of this complex quantity is then computed by taking the
inverse tangent of the ratio of the imaginary to real parts. A block diagram of this scheme is shown in

Fig. 4.

The complex product of the baseband signals after averaging, Z, is given by

Z = Tjw / (Stpy () + Tup, (8) (57, (1) + 75, (1)) dt

= (\/Pc,Pc, + \/Pp, Pp,H)e? " + / (72s,n (t) + Tup, (£)7f,, (1)) dt

corr

where H is given by

N2 &
H‘(?)Zﬁ

(27)

and M is the highest harmonic of the subcarrier passed by the lowpass filter. The term 7, (t) is
composed of signal-noise terms in the product and has zero mean. Note, however, that the noise-noise
term, 7y, ()7, ()", does not necessarily have zero mean, due to a possible correlation that exists between
the two noise waveforms. The expected value of this noise product can easily be computed from the cross-

power spectral density of 711 (¢) and 7;(¢); thus,

E[Z] - (\/PC'1PCL + \/PDIPDLH)€‘7¢17 + 2p1’i\/m3lpej¢?i

(28)

Since ¢, is not necessarily equal to ¢1;, the noise product introduces a “bias” to the estimate of the
relative signal phase. This situation is represented pictorially in Fig. 5. The complex quantity E[z] can
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be thought of as a vector sum of a signal-to-signal correlation, S , and a noise-to-noise correlation, N.
Note how the presence of the noise vector biases the measurement of the phase of the complex correlation.
The relative magnitude of these vectors is given by

@ _ 1 Peo, Pc, 1/2+H Pp, Pp, 1/2 )
N|  2p1 B N, N, N, N,
| P 1 i 1 i

For typical parameters, even relatively modest levels of noise correlation can lead to a substantial biasing
effect in estimating the relative signal phase. For example, consider correlating two signals, each having
a Pr/N, of 20 dB-Hz with a 1-kHz correlation bandwidth. Even if all subcarrier harmonics are included
in the correlation, making H = 1, a correlation coefficient as low as p = 0.1 makes the ratio in Eq. (29)
equal to 0.5. The phase estimates are then influenced more by the relative noise phases ¢7; than the
desired quantities ¢1;, leading to a high amount of degradation in combining the signals. If the alternative
method described in Section III.A is used, where the subcarrier harmonics are filtered individually prior to
combining, the effective correlation bandwidth can be lessened, thus reducing the impact of the noise bias.
Nevertheless, a practical implementation of full-spectrum combining requires a modified phase estimation
algorithm if correlation levels encountered will generate significant biases.

The method of phase estimation shown in Fig. 6 can be used for this purpose. Here, each signal is
filtered to some bandpass bandwidth By,, and an additional complex correlation is performed between
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the resulting waveforms. The center frequency of this filter is chosen so as to not capture any energy
from the telemetry; this can be accomplished by locating the filter at an even multiple of the subcarrier
frequency, for example. After scaling the noise-only correlation by the ratio of the lowpass-to-bandpass
bandwidths, this quantity provides an estimate of the contribution of the noise to the total correlation.
The bandpass correlation can then be subtracted from the lowpass correlation to compensate for the
mean correlation vector |N |. The compensated correlation can thus be expressed as

Z = (\/Po,Po, + /Po, Pp H ) ¢/ + / (fogon () + Titgy (1), (1)) dlt

corr

By, 1 . -
e [ i 0, (0

= (/Pe,Po, +/Pp, Pp,H)e' " + N (30)

where the the noise term N now has zero mean. The phase estimate is then found by taking the inverse
tangent of the ratio of the imaginary-to-real part of Eq. (30), i.e.,

1i = tan~? (v/Pe,Pc, + /Pp, Pp,H)sin ¢1; + N
1z —
(v/Pc,Pc, + \/Pp, Pp,H) cos ¢1; + N;

(31)

where N; and Ng are the real and imaginary parts of N, respectively. Note that although N; and
Ng have zero mean, their joint statistics are still influenced by the correlation between 74 () and 7;(t).
These statistics are analyzed in Appendix A, and the density function for the phase estimation error
A¢1i é (&11‘ — ¢1i is derived.

In [2], a quantity known as the correlator SNR is introduced, defined as

E[Z)E*[Z

B )
SNBReorr = pr779 — BIZ1E (2]

(32)

The correlator SNR is a measure of the spread of the phase error density ps(A¢1;) and is inversely related
to the variance of the phase error. In [1], where FSC is analyzed for independent noises, it is shown that
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the phase error density can be expressed solely in terms of the correlator SNR. For the correlated noise
case, the density is given in Appendix A in terms of the correlator SNR and the correlation parameters

p1i and 1.

Figures 7 through 9 show the density function pgs(A¢) for various values of p and ¢. The signal
parameters chosen for these curves are (Pr/N,)1 = (Pr/N,)2 = 25 dB-Hz, A = 90 deg, with seven
subcarrier harmonics included in the correlation. The correlator parameters are By, = By, = 15 kHz,
and T, = 3 s. Note that even for a noise correlation as high as 0.4, the density function looks remarkably
like that of the uncorrelated noise case. Simulations were performed for the same parameters and densities
collected for the measured phase estimates. These results are shown with the analytical curves in Fig. 10.

()
20 [

15[

05|

¢ (deg)

p=0
Fig. 7. Phase estimate density.

2. Arrayed Symbol SNR and Symbol SNR Degradation. Using the set of estimated phases to
align the signals, the combined signal becomes

gcomb(t) = §comb(t) + ﬁcomb(t) (33)
L X L .
= B MG + > B e (t) (34)
=1 =1
L . L .
=35 (« /Pc, — j\/Pp, sqr(wset + 0SC)> I (IHOTAGL) LN " g% (1) (35)
i=1 =1

The combined signal power conditioned on the set of phase errors A¢y; is thus given by

PZ/" =E [§C0mb(t)] E [§Zomb(t)] (36)

L L L
- | S S e )
i=1 i=1 j=1
i#j

Similarly, the conditional noise power spectral density is given by
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/ Lo -
No =-5L [nCOmb(t)ncom,b(t)] (38)
2B
L L L
1/2 ivi; J(Ap1i—Adr;
= Noy | Do+ DD (3amg)2pyy Vs 1 Bonimon) (39)
i=1 i=1 j=1

i#j

Taking the ratio of Eq. (37) to Eq. (39) yields the conditional Pr/N, of the combined signal, i.e.,

L L <L (A Ay
(PT)/ _ Pry S+ il Zg;; Yiryjel (Ao1i=Ad15) @)
= L I <L i i (D1 —Dbrs
N, Not SS1 v+, Z‘E (yivi) V2 pij eIVii ed(Adri=Adi)

After carrier and subcarrier demodulation and matched filtering, the conditional symbol SNR of the
arrayed signal is given by
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SNR' = cici.ce, (41)

NotRsym 7 vi + Yi, Z%% (Yiv) /2 pijeltis ed(AorimRdg)
i#j

where C,, Cs., and Cy, are the carrier, subcarrier, and symbol reduction functions, respectively. The
unconditional symbol SNR is obtained by integrating Eq. (41) over the density functions for (;321, s (;AS 1
and the loop errors ¢, ¢sc, and ¢g,. In order to simplify this computation, the loop errors and phase
estimates are generally assumed to be independent. Taking expectation with respect to each of these
quantities separately yields an expression for the unconditional symbol SNR, namely
SNR = 2P m@ e fo2s
oleym

P(Ad1s) - p(Adir)

/ / >ic %‘2 + Zf—l Z€=1 ’yi’y‘ej(A‘ﬁli*A%j)
DRRETED Del 127 1 (7i95)/2pij €1V eI (AdnmBo)

x dA¢1a -+ dAd1 L, (42)
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where the density functions ps(A¢i;) are as given in Appendix A. Finally, taking the ratio of Eq. (42) to
the ideal SNR, Eq. (25), yields the degradation for full-spectrum combining:

‘DfSC = Cc2 Cszc CSQy

Y+ Y Z§=1 Yiyjel (A1 Ad)
/ / . P(Ad1;) - p(Ad1r)
z 1 g

+ Zz 1 ZJ 1 (')’z%)lmpzj Vi ei(Adri=Adrs)

x dAp1g - dAd1L, G5! (43)

Note that Dy, is equal to one in the upper limit, where A¢1; = 0fori =2,.-., L and C’if = CT?C = Cify =1.
The second moments of the reduction functions 02 CSQC, and C—Ey can be expressed in terms of the loop
SNRs of the three loops, and are given in [1].

C. Simulation Results

A simple two-antenna array was simulated under conditions of correlated noise to verify the analysis
given above. The symbol SNR of the combined data was measured using the split-symbol moments
estimator and divided by the ideal symbol SNR to obtain measured degradations. The signal parameters
used were Pr, /N,, = Pr,/N,, = 25 dB-Hz, Ry, = 200 symbols per second (sps), and A = 90 deg.
The carrier, subcarrier, and symbol loops were operated with bandwidths of 3.5, 0.75, and 0.15 Hz,
respectively, with a symbol window of 1/2. The correlation coefficient between the noises, p, and the
relative noise phase, ¥, were varied over a range of values.

Figure 11 shows simulation values along with curves describing analytical results for a “high” correla-
tor SNR. The correlation bandwidths and integration time were chosen so that degradation resulting from
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imperfect phasing is negligible compared to the carrier, subcarrier, and symbol losses. The curves show
that more degradation is incurred with increasing noise correlation for ¢¥» = 0 deg, and that degradation
decreases as p increases for ¢ = 180 deg.? This can be explained by noting the effect of varying p and v on
the arraying gain. For ¢ = 0 deg, increasing p causes a decrease in arrayed symbol SNR, as explained in
Section III.A. The loop SNR of the three loops, therefore, decreases, resulting in more carrier, subcarrier,
and symbol loss. By contrast, when ¥ = 180 deg, increasing p increases the combined Pr/N, and raises
the three loop SNRs. This results in less degradation in demodulating the signal. Since the correlator
SNR is high in this example, the demodulation losses are the dominant source of degradation, and the
trend shown in Fig. 11 is thus explained.

Figure 12 shows the same results performed for a relatively “low” correlator SNR. Here, the degradation
curve for 1» = 180 deg actually lies below the curve for 1 = 0 deg. This result, although seemingly counter-
intuitive, can nevertheless be explained qualitatively. Note from Eq. (41) that the phase error terms Agy;
appear in both the numerator and the denominator of the SNR expression; the phase errors affect both
the arrayed signal power and the arrayed noise power. This is in contrast to the uncorrelated noise case,
where only the numerator depends on the phase errors A¢y;; since the noises are uncorrelated, the choice
of phases used in combining them does not affect their arrayed power. The phase errors A¢y; always
decrease the arrayed signal power, but can decrease or increase the arrayed noise power, depending on
the phase parameter ¥. For 1p = 180 deg, the noise power is increased by errors in estimating ¢q;,
since phasing the array perfectly results in maximum noise cancellation. Therefore, estimating the phase
imperfectly results in a twofold penalty: The combined signal power is lessened, and the combined noise
power increases. This results in increased degradation due to imperfect phase alignment. On the other
hand, when ¢ = 0 deg, phase misalignment decreases the arrayed noise power. Since ¢1; = ¢7; in this
case, aligning the signals imperfectly also lessens the constructive addition of the noise. The reduced
noise power due to phasing errors, therefore, has a mitigating effect on the degradation incurred.

It should be noted that the fact that the ¢» = 180-deg case has more degradation than the ¥ = 0-deg
case in this example does not mean that the overall performance of the array is worse for ¥ = 180 deg.
Recall that degradation is defined as the deviation from the ideal arraying gain, G4. In the above example,

4 The phrase “decreasing degradation” is used loosely to mean decreased synchronization losses; in actuality, numerically
lower degradation implies greater losses incurred.
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although the degradation for ¢ = 180 deg is slightly higher, the ideal gain is substantially higher than it
is for ©» = 0 deg. Thus, to determine the absolute performance for the array in terms of total combined
SNR, both the ideal gain and the degradation must be accounted for.

IV. Complex-Symbol Combining Performance

A block diagram of the complex-symbol combining arraying scheme is shown in Fig. 13. Each signal
is open-loop downconverted to baseband with quadrature tones and tracked by separate subcarrier and
symbol loops. Since the carrier is not tracked coherently, each signal consists of both an “I” and “Q”
component, which can be thought of as a single complex signal. Furthermore, since subcarrier and symbol
tracking are performed in the absence of carrier lock, the loop SNRs of these loops are different from the
case where the carrier is tracked first. Two types of subcarrier and symbol loops that may be used in
complex-symbol combining are discussed in [2]: the conventional, or “I” loop, which uses only one of the
two signals in the complex pair to track, and the “IQ” loop, which uses both real and imaginary channels.
We will assume the IQ loops are used, since they have higher loop SNRs.

The matched filter outputs consist of data modulated by complex baseband tones. These complex
symbols are transmitted to a central location for combining. As in the case of full-spectrum combining,
correlations are performed to phase align the carriers, after which the signals are weighted and summed
coherently. A baseband Costas loop is finally used to demodulate the carrier.

Since the ideal arraying gain G 4 is independent of which arraying technique is used, the expression
computed in Section ITI.A is valid for complex-symbol combining also. Thus, it is only necessary to
evaluate the degradation for CSC, taking into account combining and demodulation losses. Once again,
the presence of correlated noise creates complications in phasing the array. A technique similar to the one
used for FSC can be employed to reduce the biases in estimating the relative signal phases, as discussed
below.

A. Antenna Phasing

The complex-symbol stream from the ith antenna is given by

Yi(k) = \/Pp,Cse,Csy, d(k) @ @oTsk+00 1 N () (44)

227



SUBCARRIER SYMBOL MATCHED
—»-| RF/BB Loor P Loop P FIL':[ER >
Z
SUBCARRIER SYMBOL MATCHED k CARRIER
—»| RF/BB Loor PP Loop P™| FILTER % ALIGN LOOP
2 AND
COMBINE
o COMPLEX
SYMBOLS
DEMODULATOR |
MATCHED
SUBCARRIER SYMBOL OUTPUT
—»| RF/BB = oo P Loor P FILI1_'ER =

Fig. 13. Complex-symbol combining.

where Cy., and Cs,, are the subcarrier and symbol reduction functions for the ith receiver, T is the
symbol time, and N;(k) is the noise output from the ith matched filter. Taking the complex product
between the 1st and ith streams yields

Z = Yl(k)?z*(k) =V PD1PD1:0861 Cscicsylcsyi + Nsm(k) + Nl(k)Ni* (k) (45)

where the signal-noise term Ny, (k) has zero mean. Once again, the complex-noise product N (k)N (k)
has nonzero mean if the correlation coefficient is nonzero and introduces a bias to the signal correlation
vector. Note, however, that the spectrum of the signals at the point of combining, Y;(k), does not contain
empty bands as in the case of full-spectrum combining. Demodulating the subcarrier collapses all the data
sidebands to baseband, allowing a much narrower combining bandwidth. Since the shared information
rate for CSC is equal to the symbol rate, there is no excess bandwidth that can be used to measure the
correlation of the noise alone. This problem may be solved by adding an extra matched filter for each
receiver to capture noise only. Before investigating this possibility, however, we calculate the expectation
of the noise product, E[Nl(k)Nj* (k)]

Consider the block diagram of Fig. 14, which shows the processing for complex-symbol combining up
to the matched filter outputs. The signal s;(¢) is the subcarrier reference from the ith subcarrier loop,
given by

5i(t) = sqr(wset + Ose + Pse;) (46)

where 0, is the instantaneous subcarrier phase and ¢, is the instantaneous phase error in the ith loop,
for i =1,---, L. The limits of integration for the ¢th matched filter are given by

t,

i

= k‘TS + 7 (47)

tu,

i

= (k+ )T, + 7 (48)
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where 7; is the timing error in the ith symbol loop. The matched-filter noise samples are, therefore, given
by

(k+1) T+

Ni(k) = 7 (1) SQE(@act + B + Bucy) dE (19)
kTs+T7;
(k+1)Ts+T;

k) = 7o (1) St +0uc + ) i (50)
kT4

The conditional expectation of Nl(k)NJ* (k) given the subcarrier and symbol timing errors can then
be calculated by combining the above expressions with the cross-correlation function for the complex
baseband noises, i.e.,

Ri, i, (u,0) = E [ ()it} (v)] = oy %5 6(u —v) (51)

yielding

(k+1)Ts+7; (k+1)Ts+75
E [Nz(k)f\?*(k)} = 5FE / / i (u)si(u) 7} (v)s;(v) du dv
KTotr  kTotr;

(k+1)Ts+7; (k+1)Ts+;5

.. j k2
_ oy / / §(u — ) s:(u)s;(v) du dv
s kTs+1; kTSJrT]‘
jop,
Qe
= JT2 / si(v)s;(v) dv (52)

tmin
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where the limits of integration of v are given by
tmin = max(kTs + 7, kTs + 1) (53)
tmae = min((k+ 1)Ts + 7, (k+ 1)Ts +15) (54)

Finally, integrating with respect to v yields

- < el i 2
B[S8; )] =25 (1= 2o, ~ 6u]) (Tl =) (55)
_ayd (2 L
=8 (1= 2o 6} (1= el — b (56)
= Oéijejd%bj Rsym Cscij Csyij (57)

Note that, in the absence of phase errors in any of the loops, Eq. (57) reduces to O(ijej(p:?j Rsym, which is
simply the cross-power spectral density of the noises 72;(t) and 7n;(¢) times the effective bandwidth of the
matched filter. Thus, in addition to reducing the effective signal power at the matched filter output, the
subcarrier and symbol phase errors also reduce the noise correlation at this point.

Calculating the unconditional covariance of the matched filter noises requires taking the expectation
of Eq. (57) with respect to the phase errors ¢sc,, @sc;, @sy,» and ¢s,,. Two approximations are made to
perform this computation. First, the densities of the phase errors are assumed to be Gaussian. This
condition is nearly satisfied for loop SNRs above 10 dB and is consistent with the approximation made in
[1]. Second, the phase errors of all loops are assumed to be mutually independent. This statement is not
strictly justifiable, since the subcarrier and symbol loops from a single receiver are affected by the same
noise and, furthermore, because the noises viewed by separate receivers are correlated. Nevertheless, it is
invoked for the purpose of making a first-order approximation to evaluating the unconditional covariance.
The quantities ¢sc; — @sc; and @sy, — @5y, are then Gaussian-distributed with known mean and variance,
and the unconditional expectation E[]\Nfi(k)Z\N]f(k)] becomes

N7 Tk TR / ToXa 2 2 2 2 1/2
E |:N'L(k)N] (k):| = aijejd)” RSymCscij CSy'ij = plj No’i Noj 6J¢” RSym (1 - ; \/;(U¢sci + U¢SCj) /
12/, L, \1/2
X (1 — %\/; (J¢5yi + U¢Syj> (58)

Equations (58) and (45) can be combined to calculate the ratio of the signal-to-noise correlation magni-
tude, analogous to that computed in (29):

Nl pijV/Nor No,Roym Cicyy oy Pis

(59)

15| \/Pp,Pp, Cscy Csy, Cse, Cy. _ 1 (Eyy B, \'?
Ny, Ny,

where E;/N, = PpTs/N, is the bit SNR. In making the approximation of Eq. (59), the effects of synchro-
nization have been ignored for simplicity. This result provides a useful rule of thumb for determining if the
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noise correlation is a significant bias in estimating the relative signal phase. If |§ |/ |J\7 | is much less than
1, then an extra correlation is needed to compensate for the noise vector, as mentioned earlier. On the
other hand, if this quantity is much greater than 1, then it is unnecessary to add the extra matched filter
channel to perform the noise-only correlation. Note that collapsing all the data sidebands to baseband
and performing matched filtering before the correlation takes place substantially decreases the correlation
bandwidth relative to that of the FSC scheme described in [2]. The full-spectrum combining scheme can
optionally be modified to employ a similar strategy by using a series of matched filters for each subcarrier
harmonic, as discussed earlier. Estimating the degree of correlation p that will be observed for a particular
antenna pair and applying the rule described above will indicate whether or not the noise contribution to
the total correlation is substantial and must be compensated for by performing an additional correlation.

Here we briefly describe how the extra matched-filter outputs can be used to measure the noise cor-
relation: The complex baseband signal from each antenna can be shifted in frequency so that an empty
portion of the spectrum is located at baseband. This may be accomplished by shifting by an even multiple
of the subcarrier frequency, i.e.,

g;(t) — ( /Pciej(wb“'ei) +3j /PDid(t) Sqr(wsct + gsc)ej(wbt+9i) + ﬁz(t)) eijsct _ 5;(75) + ’fl;(t) (60)

where N is an even integer. The shifted signal can then be multiplied by the subcarrier reference from
the ¢th antenna and passed through a matched filter using timing from the ¢th symbol loop, as shown in
Fig. 14. Thus,

~ 1 [T
N!(t) = —/ 75 (t) sqr(wset + Ose + dse;) dt (61)
T kTs+T;

From the above analysis, it is clear that E[N;(k)Nj’(k)] will be given by Eq. (58). Correlating the two
noise-only matched filter outputs then yields a quantity that can be subtracted from the total correlation,
Z, to compensate for the noise bias. The density function for the phase estimate computed using this
technique is similar to the FSC case and is analyzed in Appendix B. Note, however, that performing
this compensation requires increasing the combining bandwidth beyond what is required for CSC in the
uncorrelated noise case, as well as additional hardware to process the extra channel containing noise only.
A tradeoff in performance versus complexity must, therefore, be made to determine if complex-symbol
combining is an attractive option when correlated noise is present.

B. Arrayed Symbol SNR and Symbol SNR Degradation

An expression for the conditional arrayed symbol SNR can be obtained in a similar manner as is the
full-spectrum combining case. The combined signal for complex-symbol combining is given by

L
?comb(k) = Scomb(k) + Ncomb(k) = Z ﬂi€j¢1i (\/ PDj,CsciOsyid(k)ej(u)bTSk+0i) + Nz(k)) (62)

=1

The conditional signal power, defined as E[S.oms (k)| E[S*, . (k)], is given by

comb

L L
'ngyi + Z Z Vi Cse, CSCj CSyz' Csyj el (Ad1mAd1) (63)

i
i=1 Jj=1
i#g

L
Pcomb = PD1 Z%QCSQC
=1
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where, as before, A¢y; is defined as the error in estimating the phase difference between the 1st and ith
signal, ¢1; — ¢1;,. The one-sided power spectral density of the real and imaginary parts of Neoms(k) is
given by

L L
Ny =T, Var (Neoms(k)) =T, E (Z ﬁiej‘lg“l\?i(k)> < S g9 Nz (k) (64)
i=1 j=1

Using the relations

E[N;(k)N* (k)] = 22 Caer; Oy, (66)

Eq. (64) can be shown to be equal to

L L L
Nj=Noy | D%+ 303 /A5 Cac,, oyl (201801 (67)
i=1 =1 j=1
i#]

Taking the ratio of Eq. (63) to Eq. (67) then yields the combined Pp/N, for CSC. The combined signal
is finally processed by a baseband Costas loop, and the conditional SNR adding in carrier losses is given
by

L L L ) CAbe
2Pp, Dict %-2032% Ogyi + i1 Z;;; ViV Cse; Csc; Csy; Csy, el (APri=Ad1;)
L L L PR Ao
Nol Rsym Zi:l Yi + Zi:l Zz;]l R /fyfyjpistcij CSyq',j eIVij i (Ad1i—Ad1j)

SNR' = C? (68)

Computing the unconditional symbol SNR requires taking the expectation of the above quantity with
respect to the phase errors ¢g., and ¢y, for ¢ = 1,---, L, the phase estimates gEli fori=2,---,L, and
the carrier phase error ¢.. Once again, we assume all loop phase errors and phase-aligning errors are
mutually independent. Thus, integration over the carrier phase error ¢, is accomplished easily by consid-
ering the carrier reduction function C? separately. However, unlike the case of full-spectrum combining,
the subcarrier and symbol phase errors appear in both the numerator and the denominator. The expec-
tation with respect to the subcarrier and symbol phase errors, therefore, cannot be given in closed form.
Calculating the unconditional symbol SNR for even a simple two-element array would thus require a fifth-
order numerical integration. Rather than resort to such brute-force tactics, we make further simplifying
assumptions to allow evaluation of some of the integrals in closed form.

In taking the expectation with respect to the ¢,., and ¢y, terms, we apply the approximation
E
E [f} ~ Llz] (69)

to the ratio of Eq. (68), yielding
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Ly, o.,6 [Zi:l Yi+ D im Zgj;]l V5P Cseis Csysy €7V eJ(AqS”_M)”)}
where @ is the set of subcarrier phase errors ¢, for i =1,---, L, ®,, is the set of symbol phase errors

Gsy, for i = 1,---, L, and ® is the set of phase estimates (,2311' for ¢ = 2,---, L. The approximation of
Eq. (69) is reasonable if the mean of y squared is much greater than the variance of y (i.e., if y is nearly
a constant). This condition is met for the case under consideration, since it is implicitly assumed that
the loop SNRs of the subcarrier and symbol loops are high enough to maintain lock, with 13 dB being a
typical threshold. Thus, the variances of the reduction functions Cj.,, and Cs,,,, which contain the loop
phase errors, will be small compared to the mean of the entire denominator term.

By the above argument, the unconditional SNR can be evaluated as

2PD1 @

SNR=—F""—
Noleym ¢

L oA A L L (Adri—Adis
] /Tr [Zi_l 202, C2, + 3, 27;1 YiYjCse; Cse; Csy; Cy, el AP1i7A015)
x P
T T i e ADAd.
I i1 Vit D i ZJ;; VIV5PijCseyy Csy, €7V eI (Adri=Adr;)

X p(Agia) - 'p(A¢1L)] dA¢yz - dAPy (71)

The ideal symbol SNR for complex-symbol combining is identical to that for full-spectrum combining;
since SN R;geq; is defined as the SNR that would be obtained in the absence of synchronization errors,
its value is independent of the order in which combining and demodulation occur. Thus, the degradation
for complex-symbol combining is found by combining the results of Eq. (71) with Eq. (25), yielding

Dcsc = C_C2

T T L -~ o L L ; U )
/ / [Zi_l 71‘20351- ngl + Zi:l Z_z;Jl 'ymjcsci CSCJ. Csyi Csyj el (Apin—Adj1)
X PR
L L L s (AT —AP™
Ei:l ¥i + Zi:l Zi:; \ /%»fyjpistcij Csyij eJti; e]( dH =A%)

—T —T

X p(A¢12) - - p(Apir) | dAP12 - - - dAP1 Ggl (72)

C. Simulation Results

Simulations of a two-antenna complex-symbol combining system were performed. The signal pa-
rameters used were the same as those used for the full-spectrum combining simulations: Pr, /N, =
Pr,/N,, = 25 dB-Hz, Ry, = 200 sps, and A = 90 deg. The loop bandwidths were also set as before; the
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carrier, subcarrier, and symbol loop bandwidths were 3.5, 0.75, and 0.15 Hz, respectively, with a symbol
window of 1/2. Both the compensating and noncompensating methods of estimating the signal phase
difference were implemented. In Figs. 15 and 16, simulated and analytical degradation values are shown
for various values of p and .

For the uncompensated case, the degradation curve drops down sharply for ¢» = 90 deg and ¢ =
180 deg. Ome cause for this is the bias in the complex correlation used to estimate the relative signal
phase. For the parameters being used, |§|/|N|, given by Eq. (59), is equal to 3.15 for p = 0.5. Thus, the
noise vector is of comparable but lesser magnitude to that of the signal in estimating the phase. Note
that for ¢ = 0 deg, the noise correlation phase is equal to the relative signal phase (¢ = ¢"), and the
vectors S and N are colinear (see Fig. 5). The noise vector, therefore, does not bias the measurement
away from the desired quantity, and the downward trend is not present.

For the compensated case, less overall degradation is observed. However, the 1) = 180-deg curve still
drops down with increasing p. Recall from Section IV.A that imperfect subcarrier and symbol tracking
tend to decrease the power levels of the individual signals at the matched filter output and decrease the
correlation of the matched filter noises. When ¢ = 0 deg, this has a beneficial effect on the arrayed
SNR, since it reduces the coherent addition of the noise. By contrast, when ¢ = 180 deg, a high degree
of correlation between the noises is desirable, so that the noise cancels maximally. Thus, decreasing
this correlation lessens the arrayed SNR and causes more degradation. This explains the fact that the
1) = 0-deg curve tends upwards with increasing p, while the 1) = 180-deg tends downward. Note, however,
that the reverse trend is true of the ideal arraying gain, G4. For example, for p = 0.8, G4 = 10 dB for
1 = 180 deg, but only 0.46 dB for 1) = 0 deg.
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Fig. 15. CSC degradation, phase uncompensated: Fig. 16. CSC degradation, phase compensated:
theory and simulation. theory and simulation.

V. Example: Galileo Scenario

In order to illustrate the major concepts presented in this article, the performance of full-spectrum
combining and complex-symbol combining is analyzed for the Galileo signal. An array of DSS 14, which
is a 70-m antenna, and DSS 15, a 34-m high-efficiency (HEF) antenna, is chosen for this example.
First, predicts for physical parameters describing the signal strength and degree of noise correlation are
developed. These quantities are then used to calculate the arraying gain and degradation for each of the
two schemes.
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A. Signal Parameters

In the case of the Galileo spacecraft, correlated noise will be contributed by Jupiter being in the beam
of both antennas. As discussed in Section II, the contribution of a background body to total system noise
depends on its angular separation from the spacecraft and on its total flux, which varies with its distance
from Earth. Values for the Jupiter—Earth probe (JEP) angle and Jupiter—Earth distance can be found
from ephemeris information for the Galileo tour. For the purpose of this example, we select values that
maximize the noise contribution of the planet to estimate the impact of correlated noise in a worst-case
scenario. Thus, we assume the JEP angle is zero and that the Jupiter—Earth range is at its minimum
value during the tour, which is R; = 4.0 AU. Using these values, the temperature contribution of Jupiter
for DSS 14 and DSS 15 are Ts, = 6.6 K and T, = 1.4 K, respectively. Note that the temperature
contribution is higher for DSS 14 due to the greater aperture size and antenna efficiency.

The predicted signal parameters are as follows: (Pr/N,)1 = 22.0 dB-Hz and (Pr/N,)2 = 11.6 dB-Hz
for the 70- and 34-m antennas, respectively; A = 90 deg; and Rgym = 200 sps. Note that since we are
assuming that the planet and spacecraft are at their closest range, the spacecraft signal is also at its peak

strength, in addition to the noise contribution of Jupiter. The total system temperatures predicted for
DSS 14 and DSS 15 are 22.6 and 42.2 K, respectively.®

To determine the degree to which the source is resolved on this array baseline, we must compare the
fringe spacing to the angular size of the source. In our example, the observing frequency f, is 2.3 x 10° Hz,
and the maximum possible projected baseline is the physical separation between the two antennas, which
is approximately 500 m. Thus, the smallest possible fringe spacing is 2.5 x 10~% rad. At a range of 4.0 AU,
Jupiter has an angular size on the order of 1 x 1073 rad. Since these values are comparable, we cannot
use either the long baseline limit or the short baseline limit in evaluating p (see Section I). However, for
the purpose of determining the impact of the correlated noise in the most extreme case, we overestimate
the degree of noise correlation using the upper bound on p, given by

[Ts, T,
=4/ =2 =0.1
P T 0 (73)

B. Arraying Performance

Using the two Pr/N, levels and correlation coefficient p found above, the ideal arraying gain G4 can
be computed as a function of ¥ using Eq. (25). A graph showing this relationship is shown in Fig. 17.
Note that the arraying gain in this example is much smaller compared to our previous examples of two
equal antennas, since the signal level of one antenna is approximately 10 dB lower than the other. For
1) = 0 deg, the correlated component of the noise adds maximally in phase, thus decreasing the arraying
gain. By contrast, the background noise interferes destructively for v = 180 deg, resulting in greater
arraying gain. Since the correlation coefficient is relatively low in this example, the difference between
the best-case and worst-case scenarios is only about 0.45 dB.

Representative values for the carrier, subcarrier, and symbol loop bandwidths were chosen as 1.5, 0.4,
and 0.07 Hz, respectively. For full-spectrum combining, a correlation bandwidth of B, = 2 kHz was
used, with a correlation time of 15 s. The total degradation for FSC as a function of 1 is shown in Fig. 18,
along with simulation points. Because the correlation coefficient p is relatively low in this example, the
degradation is almost constant with respect to the phase parameter ¥. The combined Pr/N, only varies
by roughly 0.4 dB as v ranges from 0 to 180 deg; thus, the loop SNRs of the three loops also do not
change much, and synchronization losses remain essentially constant.

5 Predicts for noise and signal parameters were obtained from the Galileo S-Band Analysis Program (GSAP).
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Fig. 18. FSC degradation for Galileo
signal parameters.

The same signal parameters and loop bandwidths were used to simulate the complex-symbol combining
case. A slight variation of the basic scheme, known as complex-symbol combining with aiding (CSCA),
was implemented. This scheme is discussed in [2] as an option for arraying the Galileo signal. In CSCA,
the subcarrier and symbol references from the receiver tracking the stronger signal are used to track the
signal from the 34-m antenna as well. This technique can be used to perform complex-symbol combining
even if the 34-m antenna signal is too weak to achieve subcarrier and symbol lock on its own. Thus,
the loop SNRs for the 34-m antenna subcarrier and symbol loops are equal to the corresponding 70-m
antenna loop SNRs.

Equation (59) can be applied to determine whether or not the “noise-only” channel is needed to phase
the array. Substituting in values from above, we find

1<Esl E)/ _ 11 (Pn PT2>1/2 (74)
p \No, No, p 1 No, No,

—2.39 (75)

Thus, the magnitude of the noise correlation vector is less than but comparable to that of the signal
correlation vector. To illustrate the impact of the phase bias in aligning the signals, CSCA was simulated
with both the compensating and uncompensating method for estimating the relative signal phase. In
Fig. 19, we show the degradation for CSCA for these two cases. The correlation time used to estimate
the relative signal phase was 2 s. Note that a shorter estimation interval than the full-spectrum combining
case can be used here since the effective correlation bandwidth is equal to the data bandwidth of 200 Hz
as opposed to 2 kHz for FSC. For the compensated case, the degradation is essentially constant since,
once again, the noise correlation does not affect synchronization losses much. For the uncompensated
case, the degradation becomes greater as the difference between the noise and signal phase v grows larger,
since the noise correlation begins to bias the phase estimate further away from the relative signal phase.
This effect can be seen graphically by referring once again to Fig. 5, where the complex-signal and noise
correlations are represented as vectors.
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VI. Conclusion

The effects of correlated noise on the full-spectrum combining and complex-symbol combining arraying
schemes have been analyzed. As seen in Section II, accurate modeling of the noise correlation properties
for a given antenna pair requires detailed analysis of factors such as the source structure and position,
the antenna gain patterns, and the geometry of the array. However, the correlation coefficient can be
determined easily in cases where the baseline is either very short or very long. These two extreme cases
can be used to obtain a rough idea of what degree of noise correlation can be expected for a given scenario.

Describing the correlation between the various antenna pairs in an array by the parameters p;; and
;j, expressions for the ideal arraying gain and arraying degradation were derived. Several important
differences from the uncorrelated noise case were noted. For a given set of signal levels (Pr,/N,,), the
ideal arraying gain when the noise is correlated may be higher or lower than when the noise waveforms
are independent. This reflects the fact that the noise may add constructively or destructively, depending
on the relative signal and noise phases (i.e., the 1;; parameters).

In addition, correlated noise can have a significant impact on the synchronization processes used to
combine and demodulate the signals, which vary with the specific arraying technique used. Most notably,
a bias due to the noise correlation is present in the conventional method of estimating the relative signal
phases. Since the magnitude of this bias is proportional to the correlation bandwidth used, full-spectrum
combining is potentially more sensitive to this problem than complex-symbol combining, depending on
the specific method used to correlate the signals. A modified method of phase estimation, where the
correlation due to the noise alone is measured and compensated for, can optionally be employed for both
FSC and CSC, as necessary.
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Appendix A

Performance of the FSC Correlator

For full-spectrum combining, the phase difference between two signals is estimated by performing one
lowpass and one bandpass correlation, as described in Section III.B. After being filtered to some lowpass
bandwidth, By, Hz, the signals from antenna 1 and antenna i are given by

k=1
k odd

I M.
- . 4 sin kwg.t i -
Yip: (t) = VFPo, +Jv Pp,d(t) (;) Z k eliwtt0y) + Nip, (t) (A-1)

I M.
- . 4 sin kwg.t ot .
Yip; (t) = VFc, + v Pp,d(t) (;) Z k eliwt o) + Tup; (t) (A-2)

k=1
k odd

where the subcarrier is expressed in terms of its sinusoidal components that are passed by the lowpass
filter. The two signals passed through the bandpass filter of bandpass By, Hz contain only noise and are
given by

Gop: () = Tip, (1) (A-3)
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gbpi (t) = ﬁbpi (t) (A'4)
The complex quantity used to estimate the relative signal phase ¢y; = 67 — 0; is given by

Z =1+jQ

1 /~ ~ % Blp 1 /~ ~ %
= | Uipy Uiy, dt — 5+ Yop, Upp, At
TCOT'T' . lpl Bbp TCO’I'T‘ v bpl

. B, 1
= (V/Po,Po, + /P, Po,H) &/ + / (s + gy iy, ) dt — =2 / g gy, dt

B bp Tcorr

corr

= (\/PCI P, + \/PDIPDiH) et 4 N (A-5)

In most cases, the contribution of the signal-noise term 75, (t) to the total noise power is much smaller
than that of the noise—noise terms, and can be ignored. This is especially true if the Pr/N, levels of the
two signals are very low, or if large correlation bandwidths are used. By the Central Limit Theorem,
the complex noise N can be approximated as Gaussian if the correlation extends over many independent
samples (i.e., if Toopr is much greater than the inverse correlation bandwidths). After averaging, the
variance of the real and imaginary parts of N can be shown to be equal to

1 B;

Ar = Var(Ny) = 7 (Blp + B—f) (No, N,, + a3; cos 267) (A-6)
corr D
1 Bl2p 2 n

Ao = Var(Ng) = T By, + By, (No, N,, — af; cos 2¢7;) (A-7)
corr 7

where Ny and Ng are the real and imaginary parts of N, respectively. The covariance of N; and Ng can
be shown to be equal to

1 B\ , .
A[Q = C’O’U(]VI7 NQ) = T— Blp + g Qo 81n2¢7fi (A—8)
corr D

Furthermore, it is clear from Eq. (A-5) that the means of the real and imaginary parts of Z are given by

mr = (\/-F)C'l-IDC1 + \/PDIPDlH) COS ¢17; (A-g)

mo <\/Pcl Po, + \/PD1PD,iH) sin (A-10)

Equations (A-6), (A-7), (A-9), and (A-10) can be combined to compute the correlator SNR as defined in
[1], i.e.,
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E[Z)E*|Z
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SNRCOTT sc =
of E[ZZ*] — E[Z|E*[Z]
i
oA+ AQ
2
Tcorr PCl PC' PD1 PD'

= — =+ — H A-11

2(B1P+ (B?p/BbP)) (\/Nol No, \/Nol No, ( )

Equations (A-9), (A-10), and (A-6) through (A-8) can be used to determine the joint density function
pr.o(I,Q). Since the density of ¢1; = tan='(Q/I) is the desired quantity, we express the joint density
function in terms of polar coordinates, using the variable definitions

r =22 (A-12)

tan~! (%) (A-13)

>

The density function for jointly Gaussian random variables is given in polar form by

.
Fro(n9) = 5 g =)

Ar(rcosg —mp)? — 2X1q(rcosd —my)(rsing —mq) + Aq(rsing —mq)?
e (_ 2(ArAq — A1q) )

(A-14)

Integrating Eq. (A-14) with respect to r yields the marginal density of ¢ alone. Expressing the phase
estimate density in terms of the estimation error A¢ = ¢1; — ¢1; yields

1 — p?cos 2v

Fo(A®) = Gy exp (—SNRCW, e > [1 TGy € orf Gy + 1)} (A-15)

where

4

_ 1—p
“ =50 (1 — p2cos(2¢ — Ag)) (A-16)

cos Ag — p? cos(2¢) — Ag)
(1= pH)(1 = p?cos(2¢ — Ag))

G2 = SNRcorr,fsc (A-17)
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Appendix B

Performance of the CSC Correlator

The method of estimating the relative signal phases for complex-symbol combining is analogous to
the full-spectrum combining algorithm; using the extra correlation to compensate for the noise bias, the
complex correlation can be expressed as

AR P
Z = = YNk k) -+ ;Nl(k)Ni*(k)

N
, 1 o
= \/PD1PD7‘, CSCl Csyl CSCi Csyqtejd)u + N E V Pchsclcb‘ylejelNi*(k)
k=1

N N N
1 L~ 1 - - 1 5 ~
- —70; N - * 4 y 1
+ % ;,/—pDicscicsyie Ny (k) + ;:1: Ny (k)N (k) = < g::l NI (k)N (k)

= \/PDIPD'L' Cse, Csy, Cse, Csyiejd)li +N (B-1)

where N is the number of symbols averaged over, given by N = T,o./Tsym, and the noise term N has
zero mean. The statistics of this noise can be analyzed in the same manner as before; here, the effective
correlation bandwidth for both the lowpass and the bandpass correlation is Rsym /2. Using the definition
given by Eq. (32), the correlator SNR can be shown to be equal to

2 2 2 2
PD1 Tcorroscl Csy1 Osci Csyi

Nol 03201 ngl + Cgcl ngl(l/vl) + (NOi /PD1)2RSym

SNRCOT?",CSC = (B_2)

The density function for the phase estimation error can be found in a manner analogous to that applied
in Appendix A. The only difference is in the expression for the correlator SNR; otherwise, both problems
are inherently governed by the same mathematics. The density function for the phase estimation error
Ad¢y; is thus given by Eq. (A-15), with SN Rcopr, £sc replaced by SN Recorr cse-
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